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Book Descriptions:

canon eos digital rebel xt 350d manual

The camera has an 8megapixel, highresolution CMOS sensor, and it is compatible with all Canon EF
lenses including the EFS lenses. The camera features quick shooting at anytime, shooting modes for
all types of photography from fully automatic shooting to manual shooting, direct printing, and more.
Before Do not apply heat or applyThis camera is a precision instrument. Do not drop it or subject it
to physical shock. The camera is not waterproof and cannot be used underwater. If you accidentally
drop the camera into water, promptly consult your nearest Canon Service Center. Wipe off any
water droplets with a dry cloth. If the camera has been exposed to salty air, wipe with a wellwrung
wet cloth. Never leave the camera near anything having a strong magnetic eld such as a magnet
Although the LCD monitor is manufactured with very high precision technology with over 99.99%
active pixels, there might be a few dead pixels among the remaining 0.01% or less pixels. Dead
pixels displaying only black or red, etc., are not a malfunction. They do not affect the images
recorded. At low temperatures, the liquidcrystal display response may become slower. And at high
temperatures, the display may blacken. In either case, the diFor EFS lens For EF lens Attach the
lens. p.25 2 When attaching an EFS lens, align it with the white dot on the camera. For other lenses,
align it with the red dot. Set the lens focus mode switch 3 to. p.25 Open the CF card slot 4 cover and
insert a CF card. p.26 Face the label side toward you and insert the end with the small holes into the
camera.Focus the subject. p.28 7 Aim the AF point over the subject and press the shutter button
halfway to autofocus. Take the picture. p.28 8 Press the shutter button fully to take the picture.
Review the picture on the LCD 9 monitor. p.104 The captured image will be displayed for about 2
sec.The,,, and icons indicate the up, down, left, and right cross keys respectively. In the text, the
icon indicates the SET
button.http://almondzwealth.com/administrator/imagetemp/hp-2430-manual.xml
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It 0 is used for menu functions and Custom Functions. In this manual, the icons and markings
indicating the camera’s buttons, dials, and settings correspond to the icons and markings on the
camera. For detailed inforAttaching the Strap Pass the end of the strap through the camera’s strap
mount from the bottom. Then pass it through the strap’s buckle as shown in the illustration.Remove
the cover. 1 Attach the battery. 2 Align the battery’s front edge with the battery charger’s index line.
While pressing down the battery, slide it in the direction of the arrow. To detach the battery, follow
the Battery pack slot index above procedure in reverse. For CB2LW CB2LW 3 Flip out the prongs
and recharge the battery. As shown by the arrow, ip out the battery charge. You may physically
transfer the SOFTWARE from one computer to another provided that the SOFTWARE is used on only
one computer at a time. Canon may change without notice the software specifications and contents
of this Instruction Manual. The software screens and displays printed in this Instruction Manual may
differ slightly from the actual software. Operation is done as shown on this page together with each
software application, centered around EOS Utility. It also explains how to download images using a
thirdparty card reader. Click on the item to display its page. Prepare to Download Images. The
displayed information varies depending on the camera model connected.The displayed information
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varies depending on the camera model connected.You can follow this same procedure when
downloading images using a third party card reader p.19. With the EOS 10D, you must change the
firmware to version 2.0.0 or later. For details on changing, refer to the Canon’s web
site.http://www.creationsbyurban.com/admin/photos/hp-2430dtn-service-manual.xml

Downloading with EOS1D Series Cameras Downloading method for the EOS1D Mark II N, EOS1Ds
Mark II and EOS1D Mark II When using Windows XP, you can use the PTP Picture Transfer Protocol
function by connecting the supplied USB interface cable to the camera’s direct print terminal. When
downloading images to your computer using a thirdparty card reader without using Canon software
such as EOS Utility or CameraWindow, refer to “Folder Structure and File Names” p.54 and copy to
your computer the folder with the shot images. The camera settings window appears. The above
window shows information displayable when EOS 30D is connected. The displayed information
varies depending on the camera model connected. This function is compatible with the EOS 5D and
EOS 30D. A Picture Style file is a file that expands the Picture Style function. For detailed
information on Picture Style file, refer to the Canon’s web site.For instructions on connecting your
camera and computer, and for how to start EOS Utility, refer to Chapter 1 p.14. The camera settings
window appears. The above window shows information displayable when EOS1D Mark II N is
connected. This function is compatible with the EOS1D Mark II N. A Picture Style file is a file that
expands the Picture Style function. For detailed information on Picture Style file, refer to the
Canon’s web site.These functions are compatible with all EOS1D series cameras. For how to save a
white balance file with RAW Image Task, refer to “Processing RAW Images”. This function is
compatible with the EOS1D Mark II N, EOS1Ds Mark II and EOS1D Mark II. Click the setting
position. This function is compatible with the EOS1Ds Mark II, EOS1D Mark II, EOS1Ds and EOS1D.
This function is compatible with the EOS1Ds Mark II and EOS1D Mark II. For more information on
setting the color matrix on the camera, refer to “Selecting the Color Matrix”. This makes shutter
speed selection faster and prevents a slowspeed sync.

This function is useful when you want to continuously repeat the bracketing sequence. Sets the
number of shots to be bracketed P.Fn08 Select the number of shots from the list box. This lens
driving operation can be turned off. When focus has been achieved once and refocusing fails, the
subsequent lens driving operation can result in grossly out of focus. This is useful when the camera
operation noise would be disturbing after you take the picture. Setting the Quick Control Dial switch
to disables the Main and Quick Control Dials. Enlargement mode P.Fn30 This function is compatible
with the EOS1Ds only. Check the camera setting.Use the following procedure to reinstall the driver.
This page requires Javascript. Modify your browsers settings to allow Javascript to execute. See your
browsers documentation for specific instructions. To install your download click on the name of the
downloaded file.Recommended Software File Name Date File Size Optional Software File Name
Date File Size Recommended Manuals File Name Date File Size Optional Manuals File Name Date
File Size The sole warranty, if any, with the respect to such nonCanon brand items is given by the
manufacturer or producer thereof. This limited warranty covers all defects encountered in normal
use of the Product, and does not apply in the following cases If the problem cannot be corrected over
the telephone, you will be asked to follow the applicable procedures for MAILIN SERVICE. Note that
a dated proof of purchase is required at the time of service. MAILIN SERVICE is a program under
which your Product is repaired by a Canon U.S.A. or a Canon Canada authorized service center for
the Product. Authorized service center information can be obtained by visiting
www.canontechsupport.com US customers only or by contacting the Canon U.S.A., Customer Care
Center or Canon Canada Customer Information Centre at 1800OKCANON 18006522666. You will be
given the name, address and phone number of an authorized service center.

It is your responsibility to properly package and send the defective Product, together with a copy of
your dated proof of purchase, a complete explanation of the problem and a return address to the
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authorized service center at your expense. Do not include any other items with the defective
Product. The Product covered by this limited warranty and proven to be defective upon inspection
will be repaired and returned to you without charge by the authorized service center. Any Product
received by the authorized service center that is not covered by the limited warranty will be
returned unrepaired, or at the discretion of the authorized service provider, you may receive a
written estimate of repair at such cost as the service center may establish from time to time.Scroll
down to easily select items to add to your shopping cart for a faster, easier checkout. Visit the Canon
Online Store It plugs directly into a power outlet without a cable.Holds 12 Cameras bodies, 34
lenses and accessories. Inside measurements W x H x D 10 x 14.75 x 5 inches. Rugged nylon,
waterrepellent, urethane coated for extra durability. Wellarranged divider system for secure storage
and easy access. Lightweight construction, padded shoulder straps and back for comfort. Front
webbing ideal for storing a light jacket. Tripod carrying straps. Color Black with Olive.Front and
Rear zippered pouches. Zippered fulllength mesh pouch inside top cover. Divider system for secure
storage and easy access.It is designed to hold two 35mm SLR bodies, 5 8 lenses, plus film and
accessories.It features a 3way pan head for precise control and smooth movement. The 3section
tubular leg construction allows for exceptional stability indoors or out.The Deluxe Tripod 300
features a 3 way pan head for precise control while the 3 section tubular leg construction allows
enhanced stability indoors and outdoors.Can hold your cameras, lenses, accessories and even a
laptop computer. Durable, waterrepellent nylon exterior.

Padded interior dividers and easyaccess storage pockets.The lens fits into the eyepiece holder of you
EOS camera. Please see the Compatibility tab for a list of compatible EOS cameras.The lens fits into
the eyepiece holder of you EOS camera. The lens fits into the eyepiece holder of you EOS
camera.The lens fits into the eyepiece holder of you EOS camera. The lens fits into the eyepiece
holder of you EOS camera. The lens fits into the eyepiece holder of you EOS camera. The lens fits
into the eyepiece holder of you EOS camera. Requires Rubber Frame Ef, Eb or Ec Made from
Cordura Nylon. Large Zippered Front Accessory Pocket. Zippered Mesh Pocket Inside Top Lid. Two
Side Accessory Zippered Pockets. Tripod Loops on Bottom. Five Movable, Padded Internal Dividers.
Two Strap Handles with Grip. Removable Shoulder Strap. Rubber Feet for Ground Protection. It
features a foam grip on the top leg section, a hand strap, flip lock leg sections, and rubber leg
tip.Features adjustable tripod straps, and high strength buckles for the main compartment. The
Canon logo is embroidered on the top flap. Comes standard with the EOS 1Ds Mark III, 1D Mark IV,
1D Mark III, 1Ds Mark II, 1D Mark II N, 1D Mark II, 5D Mark II, 7D, 5D, 50D, 40D, 30D, 20D, 10D,
Digital Rebel XTi, Digital Rebel XT and Digital Rebel. Please see Compatibility tab for compatible
models.There are two versions of the EDSDK compatible with Windows or Macintosh. Please try
again.Please try again.Then you can start reading Kindle books on your smartphone, tablet, or
computer no Kindle device required. Register a free business account If you are a seller for this
product, would you like to suggest updates through seller support To calculate the overall star
rating and percentage breakdown by star, we don’t use a simple average. Instead, our system
considers things like how recent a review is and if the reviewer bought the item on Amazon. It also
analyzes reviews to verify trustworthiness.

Please help improve this article by adding citations to reliable sources. Unsourced material may be
challenged and removed.The model was initially announced in February 2005. Part of the EOS
range, it is the successor to the EOS 300D and the predecessor to the EOS 400D or Digital Rebel
XTi, which was released in August 2006.Some of the most significant upgrades includeThis was only
available on Canons professional cameras.Removing the hot shoe protector will reenable the builtin
flash.The problem is more pronounced when using older lens that do not feature an HSM focus
drive.By using this site, you agree to the Terms of Use and Privacy Policy. Id get the new XTi, or get
this older one here, here or here. It comes in black or silver, and with or without the swell 1855mm
lens. I had borrowed some exotic lenses, and this little guy came in the bag. Yes, the D80 has a



much, much better LCD and does a lot more, but heck, for half the price, you cant go wrong with
one of these if you shoot Canon. By exemplary image quality I mean forget the resolution and noise
details and just make some photos.If you just want great photos, your skill and how fast you can get
to the controls will be bigger limitations than anything technical with the XT. The images look
fantastic, so long as you know what youre doing, and even if you dont, the XT does the best it can. It
replaced the original Digital Rebel introduced in August of 2003, and this Digital Rebel XT was
replaced in turn by the Rebel XTi in the fall of 2006. Yes; works great. Flash Exposure Lock,
Compensation and Bracketing. Designed for EXSeries flashes. Doesnt work well with older EZ, E,
EG, ML or TL flashes; use them in Manual mode if at all. This will vary with the image size and
quality settings. You may also select toned print effects of Sepia, Blue, Purple or Green. I prefer to
shoot color and convert later. Yes, press the blue printer button on the back.

Its also molded with an invisible blackonblack icon of a bulb, but youll never see that. It varies with
image complexity, so a shot with a blank background may only need 600 kB and an unusually busy
landscape may take 2.8MB. The default FINE JPG averages about 3.3MB. Raw is 8.3MB. These are
for the largest size image; smaller image sizes of course mean smaller file sizes. The smallest
Normal JPG averages about 600kB. Charger CB2LW, with folding plug will vary by country. Rated
600 shots, no flash. The clock is powered by a separate CR2016 backup battery. The XT operates
very similarly to the 20D and 30D, so the realworld, simple English users guides I wrote for the 20D
applies to much of the XT. Armed with my own free Canon 20D Users Guide and Canons manual you
ought to do perfectly. If not, pick up the phone and ask The menus are well thought out, even if I
whine about having to use menus instead of direct access buttons as I have on my Nikons for
dailyuse things like formatting cards. Forget the lab measurements. No lab can measure how images
look for real subjects. Labs and test charts dont measure anything relevant. I know I worked for one
of the worlds bigggest makers of digital imaging test gear for many years. We can test the technical
side, but only your eye can see if it looks good. Exposure and color are dead on, and the detail and
sharpness are perfect crisp and without artifacts. Otherwise the shots are too light for my taste. This
XT is much more uniform which means much better then my Nikon D80. This puts the pointer to the
almost at the 1 position of the bar graph on the top LCD on the back of the camera. Confused In the
USA, free phone support is at 800 OKCANON. The flash shots look great for people! The XT will be
fooled by dark or light subjects if they fill the frame and make them gray instead. No big deal, all the
real photos look great. Noise and resolution are very minor issues that vary little, if at all, inside any
class of digital camera.

To do this, If you forget this, your setting will be forgotten. The ParametersIt looks great, and so
does the color. The XT came out back in the days when we were all so amazed at having any monitor
at all that these teeny ones were accepted. This makes the LCD kind of useless for making
adjustments while shooting, and those adjustments are critical to my ability to get perfect shots on
the first try. You sort of have to shoot blind because of this. Thank goodness the XT tends to do a
great job on its own without needing tweaking. They just do, and telling you that is why people love
this website. The 20D and 30D are much faster as you can read at my CF Card Speed Test. Ill let you
know if the XTi is faster. I suspect it is. This is odd, since the Canon 20D and 30D and my Nikons
couldnt care less if I left their power on for a month they go to sleep automatically. Id buy one if I
was in the Canon system! They look great, so who cares if I have personal issues with the lack of
Auto ISO. EOS M and EOS R Full Frame mirrorless ranges deliver the power of DSLR in the body of
a compact camera. Register your product and opt in for exclusive offers and discounts. The camera
has an 8megapixel, highresolution CMOS sensor, and it is compatible with all Canon EF lenses
including the EFS lenses. The camera features quick shooting at anytime, shooting modes for all
types of photography from fully automatic shooting to manual shooting, direct printing, and more.
Before using the camera, read this Instruction Manual to familiarize yourself with the camera. If the
camera or memory card is faulty and the images cannot be recorded on the card or be read by a



personal computer, Canon cannot be held liable for any data loss. Also be aware that certain public
performances, exhibitions, etc., may prohibit photography even for private enjoyment. Exif Print is a
standard that enhances compatibility between digital cameras and printers.

By connecting to an Exif Printcompliant printer, the shooting information is incorporated to optimize
the print output. If anything is missing, contact your dealer. Please purchase it separately. CF cards
made by Canon are recommended. Do not use any homemade or modified batteries. Do not apply
heat or apply solder to the battery pack or backup battery. Do not expose the battery pack or backup
battery to fire or water. And do not subject the battery pack or backup battery to strong physical
shock. Do not mix new and old or different types of batteries. Also, do not exceed the recharging
time. If a child swallows the battery, consult a physician immediately. Battery chemicals may harm
the stomach and intestines.. This is to prevent fire or an explosion. Be careful not to get burned in
the process. It can cause blindness or skin problems. If the battery leakage contacts your eyes, skin,
or clothing, flush the affected area with lots of clean water without rubbing it. See a physician
immediately. The cord can accidentally choke the child or give an electrical shock. It can deform the
cord or melt the insulation and cause a fire or electrical shock. It may cause an accident. It may
impair the persons vision. When using flash to photograph an infant, keep at least 1 meter away.
This is to prevent electrical shock, heat generation, and fire. This is to prevent an explosion or fire.
Highvoltage internal parts can cause electrical shock. Doing so may damage your vision. The neck
strap can accidentally choke the child. This is to prevent fire and electrical shock. Electromagnetic
waves emitted by the camera may interfere with the planes instruments or the hospitals medical
equipment. Also do not twist or tie the cords. If the surrounding is dusty, humid, or oily, the dust on
the power outlet may become moist and shortcircuit the outlet to cause a fire. The equipment may
become hot and cause skin burns. Doing so may cause injury.

Also make sure the tripod is sturdy enough to support the camera and lens. Otherwise, the lens may
concentrate the suns rays and cause a fire. Doing so may trap heat within and cause the casing to
deform or catch fire. This is to prevent fire and electrical shock. Doing so may cause battery leakage
or a shorter battery life. The battery pack or backup battery can also become hot and cause skin
burns. Doing so may cause fire or a health hazard. Do not drop it or subject it to physical shock. If
you accidentally drop the camera into water, promptly consult your nearest Canon Service Center.
Wipe off any water droplets with a dry cloth. If the camera has been exposed to salty air, wipe with a
wellwrung wet cloth. Also avoid using or leaving the camera near anything emitting strong radio
waves such as a large antenna. Strong magnetic fields can cause camera misoperation or destroy
image data. High temperatures can cause the camera to malfunction. Never attempt to disassemble
the camera yourself. Do not use cleaners that contain organic solvents to clean the camera body or
lens.For stubborn dirt, take the camera to a Canon Service Center. This is to prevent the contacts
from corroding. Corroded contacts can cause camera misoperation. To prevent condensation, first
put the camera in a sealed plastic bag and let it adjust to the warmer temperature before taking it
out of the bag. This is to avoid damaging the camera. If this occurs, remove the lens, CF card and
battery from the camera, then wait until the condensation has evaporated before using the camera.
Even while the camera is in storage, press the shutter button a few times once in a while to check
that the camera is still working. If you have not used the camera for some time or if there is an
important shoot coming up, have the camera checked by your Canon dealer or check the camera
yourself and make sure it is working properly. They do not affect the images recorded.

At low temperatures, the liquidcrystal display response may become slower. And at high
temperatures, the display may blacken. In either case, the display will return to normal at room
temperature. Do not drop the memory card or subject it to vibration. Doing so could damage the
images recorded on them. Also avoid places prone to having static electricity. Otherwise, the images
recorded on the CF card might be lost. Doing so can warp the cards and make them unusable.



NonCanon CF cards may not be able to record and playback images. Using Canon CF cards is
recommended. For other lenses, align it with the red dot. It is used for menu functions and Custom
Functions. Have You Been Slaving Over Your Projects, But Find Yourself Not Getting What You Want
From Your Generic Graphic Software. Well, youre about to learn some of the secrets and tips to
enhance your images, photos and other projects that you are trying to create and make look
professional. Get My Free Ebook. The EOS Kiss Digital N features a Canondeveloped large
singleplate CMOS sensor with approximately 8.0 million effective pixels and an image size
measuring 22.2 x 14.8 mm APSC size. Coupled with Canon’s exclusive DIGIC II image engine, which
achieves super highspeed processing of largevolume data, the camera delivers highdefinition,
highquality image processing and natural color rendition to satisfy the demands of a broad user
base. The EOS Kiss Digital N backs outstanding image quality with high responsiveness to ensure
that no photo opportunity is lost. The camera achieves a continuous shooting speed of approximately
3.0 frames per second for up to around 14 consecutive frames JPEG L, Fine in a sequence and
realizes an ultrafast startup of just 0.2 seconds. The model writes images to the CompactFlash card
media at more than three times the speed of its predecessor, the EOS Kiss Digital, and includes a
HiSpeed USB 2.0 interface, enabling highspeed data transfer to a PC.

The latest addition to Canon’s digital SLR camera lineup features a highspeed 7point wide area
autofocus AF with focusing points superimposed in the viewfinder for easy framing. It also
incorporates new white balance functions, such as WB correction, permitting users to adjust for
blue, amber, magenta or green hues; and WB bracketing, which enables shots to be taken in the
magentagreen direction as well as the blueamber direction. Additionally, the model’s wide range of
processing parameters include a new monochrome mode that makes black and white photography
easier than ever. The EOS Kiss Digital N is compatible with Canon’s ETTL II autoflash system. When
using one of the EXseries Speedlite lineup, ETTL II utilizes distance information and other data
provided through the lens to deliver stable flashbrightness control that minimizes the impact of
changes in subject brightness, reflectivity and framing. The camera also includes an Easy Print
button which, when connected to one of Canon’s Direct Printenabled photo printers or other
PictBridgecompatible printers, allows users to easily print out highquality photos without a PC. The
EOS Kiss Digital N employs a new compact battery, a smaller chassis, core components that are
optimized to the sensor size, and consolidated circuit boards for fewer overall parts. A dedicated
battery grip, the Battery Grip BGE3, is also available for the model to allow long periods of
continuous shooting using up to two NB2LH batteries or AA batteries.


